
.
UTAH OIL AND GAS CONSERVATION COMMlŠŠlON
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DATEFILED

LAND: FEE & PATENTED STATE LEASE NO ML-20631 PUBLIC LEASE NO. INDIAN

DRILLINGAPPROVED: 6-12-80
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COMPLETED: PUT TO PRODUCING

INITIAL PRODUCTION
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GOR:
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WELLELEVATION
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1 E 36 C PRODUCTION
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Term 9-331 C i SU IN ICATE* Form approved.' (May 1963) (O instr s on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY ML-20631

APPLICATIONFOR PERMITTO DRILL, DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

18. TYPE OF WORK

DRILLG DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL
OIL GAS SINGLE MULTIPLE 8. FARM OR LEASE NAME
WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOR MAPC0 Product ion Company
Alpine Executive Center Û, WELL NO.

DDRESSOFOPERATOR1643 Lewis Ave., Suite 202 .SBU 7-36B
Bi ll ings, Montana 59102 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report locaÙonclearly and in accordance with any State requirements.*)
Atsurface 1652' FNL & 2286' FEL, SW NE Sec. 36

11.SEC.,T.,R.,M.,ORBLK.
AND SUEVEY OR AREA

At proposed prod. zone Same Sec. 36, TSS, R19E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

7 miles South of Ouray, Utah Uintah Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 16 2 ' 1·60 20(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,

OR APPLIED FOR, ON TKIS LEASE, R. 2 500 ' 5270 ' Rot a ry
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

4848' G.L. I 9-15-80
23°

PROPOSED CASING AND CEMENTING PROGRAM

S E OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/4" 8-5/8" 24# H-40 400' Gmt to surfare

1. Drill a 12-1/4" hole with an air rig to 400'. Run 8-5/83, H-40 casing and
cement to surface.

2. NU and pressure test BOP stack prior to drilling out below surface pipe.
3. Test pipe rams daily and blind rams as possible.
4. Drill a 7-7/8" hole to 5270' with a fresh water mud system. No cores are planned.

DST i sw i ll be run as needed to eva l uate unexpected shows.
5. Run logs. Set 5-1/2", 14#, K-55 casing. Casing program may be modified to

provide added burst strength if needed for frac program.
6. Primary zone of interest is the Green River section.
7. All zones indicating potential for economically recoverable reserves will be

tested ,in a normal, prudent manner.

SEE BACK FOR FORMATIONLOG TOPS

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.

SIGNED TITLE Fnaineerina Technic iaf TE
6-6-80

(This space for Fe e a o Sta e of ce use)

PERMITNO. APPROVAT.DATE

JUN 9 1980
APPROVED BY .. TITLE DATE
CONDITIONS OF APPROVAL, IF ANY :

DMSiON OFAPPROVEDBY THE DIVISON OF Olt, GAS & MININGOlL, GAS, AND MINING
DATE: ..k.2/Z.; ja *see instructions On Reverse



CA N THE SW¾ OF THE NE¾ OF

SEC. 36, T9S, Rl9E, S. L. B. & M.

Rau 7-ses
N 89° 33'W 8/.36 chs.

2286'
T (computed)

RBU 7-368 's
o

enouso NORTH
ELEK 4646'

36

SCALE: 1"=1000'

LEGEND & NOTES SURVEYOR'S CERTIFICATE

Found brass cap on pi pe monuments
I hereby certify that this plat was prepared

used for this survey· from field notes of an actual survey
performed by me, during which the shown
monuments were found or established.

The general Land Office plat was

used for reference and calculations.

erry $Allred, Registered Land
Surve r, Cert. NO. 3817 (Utah)

JERRY D. ALLRED & ASSOCIATES
Surveying & Engineering Consultants

121 North Center Street
P.O. Drawer C

DUCHESNE, UTAH 84021

79-128-033 13 May 1980
(801)



OO OO
TEN-POINT COMPLIANCEPROGRAMOF NTL-6

APPROVAL OF OPERATIONS

Attached to Form 9-331C
Company: MAPCO PRODUCTION COMPANY
Well: RBU 7-36B
Well Location: 1652' FNL & 2286' FEL, SW NE
Section 36, TSS, R19E
County: Uintah State: Utah

1. Geologic Surface Formation

UINTAH

2. Estimated Important Geologic Markers

Formation Deoth
Uintah Surface
Green River 1673'
Wasatch 5172'

3. Estimated Depths of Anticipated Water, Oil, Gas or Minerals

Formation Depth Remarks

X Marker 2373' Oil zone

I Zone 3998' oil zone

Brown Zone 4657' oil zone

4. The Proposed Casing Program

SIZE OF CASING WEIGHT & GRADE SETTING DEPTH QUANTITY OF CEMENT

8-5/8" 24#, H-40 400' cmt to surface
5-1/2" 14#, K-55 5270' Cmt to



OO OO
TEN-POINT COMPLlANCE PROGRAMOF NTL-6
Well: RBU 7-36B
Page 2

5. The Operator's Minimum Specifications for Pressure Control

See Figure #1, attached.
BOP stack has a 3000 psi working pressure. BOP's will be pressure tested
before drilling casing cement plugs.
Pipe rams will be operated daily and blind rams as possible.

6. The Type and Characteristics of the Proposed Circulating Muds

Fresh water gel system. Use LCM as required to control loss circulation.
Mud system to have proper rheological properties to maintain sufficient
viscosity to clean hole, run logs and to land and cement casing. i

7. The Auxiliary Equipment to be Used

1) Kelly cock.
2) Full opening valve on floor with DP connection forusewhen Kelly is

not in string.
3) Pit volume totalizer equipment will be used.

8. The Testing, Logging, and Coring Programs to be Followed

A two (2) man mud logging unit will be in operation from surface to T.D.
The following open hole logs will be run:
1) SP-Dual Induction-Laterolog 8,
2) FDC-CNL-GR,
3) Sonic Log and F-log overlay.
Exact logging detail and procedures will be prepared prior to reaching
logging depth.

9. Any Anticipated Abnormal Pressures or Temperatures Expected

No abnormal pressures are anticipated nor is the area known for abnormal
temperatures. The formations to be penetrated do not contain H2S gas.

10. The Anticipated Starting Date and Duration of the Operations

Starting Date: 9-15-80

Duration: 15



OO 0 9
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MULTI-POINT REQUIREMENTS TO ACCOMPANY APD

Attached to Form 9-331C
COMPANY: MAPCOPRODUCTION COMPANY
WELL: RBU 7-36B

WELL LOCATION: 1652' FNL & 2286' FEL, SW NE
Section 36, TSS, RTSE
County: Uintah State: Utah

1. Existing Roads

A. The proposed well site and elevation plat is shown as Exhibit A.

B. Location is
as shown in Exhibit B.

C. An access road of about 600' will be needed to reach
the location from the existing road as shown in Exhibit B.

D. All existing roads are shown on Exhibit B.

E. There is no anticipated construction on any existing roads.

2. Planned Access Roads

1. Width: Maximum of 30' right-of-way with road bed being approximately
16'-18', and remainder of right-of-way to be used for borrow
ditches.

2. Maximum grade: 8%

3. Turnouts: None

4. Drainage design: Drain ditches along either side of the road, where
necessary for drainage with material from borrow
ditch used to build crown of road. As per meeting
with BLM, BIA & USGS on May 3, 1979. No speed curves
on hills.

5. Culverts: None

6. Surface materials: Native dirt.

7. Gates, cattleguards, fence cuts:



Page 2
MULTI-POINT REQUIREMENTSTO ACCOMPANYAPO
Well: RBU 7-368

3. Location of Existing Wells

All existing wells known in the area are shown directly on Exhibit B
within the one-mile radius.

1. Water wells: None

2. Abandoned wells: None

3. Temporarily abandoned wells: None

4. Disposal wells: None

5. Drilling wells: None

6. Producing wells: None

7. Shut-in wells: Two (RBU 11-36B, Federal 7-258)

8. Injection wells: None

9. Monitoring or observation wells: None

4. Location of Existing and/or Proposed Facilities

A. The location of existing and/or proposed facilities, if any,
owned or controlled by lessee/operator within the 1-mile radius
will be shown on Exhibit B.

1. Tank batteries: None

2. Production facilities: Treater on RBU 11-368, Federal 7-25B

3. Oil gathering lines: None

4. Gas gathering lines: None

5. Injection Lines: None

6. Disposal Lines: None

B. It is contemplated that, in the event of production, all new facilities
will be easily accommodated on the drill pad on the solid base of cut
and not placed on the fill areas.

1. No flagging then will be
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Page 3
MULTI-POINT REQUIREMENTSTO ACCOMPANYAPD
Well: RBU 7-368

2. The dimensions of the production facilities and the location
of facilities is drafted on Exhibit C . If production is obtained,
then the unused areas will be restored as later described.

3. Concrete as needed and any gravels needed will be purchased
from private sources.

4. All pits will be fenced to minimize any hazard to sheep,
cattle, antelope and other animals that graze the area.
Flagging material will be used as needed, if water or other fluid
is produced.

C. Rehabilitaion, whether the well is productive or dry, will be
accomplished as soon as possible in those areas already described,
and in accordance with Item 10 following.

5. Water Supply

Water source is shown on Exhibit D.

A. Water will be hauled by truck from Ouray, Utah.

B. No pipelines are anticipated. Hauling will be on the road(s)
shown in Exhibit D.

C. No water well is anticipated to be drilled at this time.

6. Source of Construction Materials

A. No construction material, insofar as drilling, will be needed.

B. No construction materials will be obtained from Federal or
Indian land.

C. The native materials that will be used in the construction of this
location site and access road will consist of sandy-clay soils and
sandstone and shale materials gathered in actual construction of the
road and location.

D. Access roads crossing federal lands are shown under Items 1 & 2.

7. Handling Waste Disposals

1. Drill cuttings will be buried in the reserve pit when covered.

2. Drilling fluids will be handled in the reserve pit.

3. Any produced fluids during drilling tests or while making production
tests will be collected in reserve
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MULTI-POINT REQUIREMENTSTO ACCOMPANYAPD
Well: RBU 7-36B

4. Any sewage will be covered or removed and chemical toilets will
be provided.

5. Garbage and other waste material will be enclosed in a wire mesh
container, and then disposed of in an approved waste disposal facility.

6. After the rig moves out, all materials will be cleaned up and no
adverse materiais will be left on location. Any dangerous open pit
will be fenced or covered.

8. Ancillary Facilities

No proposed airstrip, camp, or other facility will be constructed during
the drilling or completion of this well.

9. Well Site Layout

1. Exhibit E is the drill pad layout on a scale of 1" = 40'.

2. & 3. Exhibit E is a layout of the drilling rig, pits, and burn pits.
Parking and trailers will be along the West side of the area
as shown. The access road will be from the NE . Soil
stockpiles are also shown on Exhibit E.

4. The reserve pit will not be lined. Steel mud pits may be used,
at least in part, during drilling operations.

10. Plans for Restoration

1. Backfilling, leveling and gentle sloping is planned and will be
accomplished as soon as possible after plugging or setting of
production casing. Waste disposal and spoils materials will be
burried or hauled away immediately after operations cease from
drilling and/or completion.

2. The soil banked materials will be spread over the area and gentle
sloping or contouring to meet the existing terrain. Revegetation
will be by planting of native vegetation to the area or some other
combination as recommended by The Bureau of Land Management .

The access road to the drill pad will be revegetated, if needed.
Any damage to present existing roads will be repaired as needed.

3. Prior to rig release, the pits will be fenced on the fourth side
and so maintained until cleanup is accomplished. The reserve pit
will have fencing on three sides during
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MULTl-POINT REQUIREMENTSTO ACCOMPANYAPD
Well: RBU 7-36B

4. If any oil is on the pits, and is not immediately removed after
operations cease, then the pit will be flagged overhead to keep
birds and fowl out.

5. The commencement of rehabilitation operations will begin as soon
as possible after drilling ceases. Planting will be planned
as suggested by BLM.

11. Other Information

1. Topography: The location is on a flat ridge with broken canyons
and hills immediately to the East, and rolling terrain to the West.

Soil Characteristics and Geologic features: The soils of this
semi-arid area are of the Uinta and Duchesne River formation (The
Fluvial Sandstone & Mudstone) from the Eocene Epoch and Quaternary
Epoch (gravel surfaces) and the visible geologic structures consists
of light brownish-gray clays (OL) to sandy soils (SM-ML) with poorly
graded gravels and shales with out crops of rock (sandstone, mudstone,
conglomerates and shales).

Flora: Areas of sagebrush, rabbitbrush, some grasses and cacti,
and large areas of bare soils devoid of any growth.

Fauna: Is sparse but consists predominantly of the mule deer,
coyotes, pronghorn antelope, rabbits, and varieties of small ground
squirrels and other types of rodents, and various reptiles common to
the area. Birds of the area are raptors, finches, ground sparrows,
mag pies, crows and jays.

2. Type of surface use activity: Primary purpose is grazing domestic
livestock.

Surface ownership of all involved Jands: BLM

3. Proximity of usable water (Shown on Exhibit D):

Occupied dwellings (if any, shown on Exhibit B):

Archaeological or historical sites (if any, shown on Exhibit B):
An archaeological study has been done by A.E.R.C. of Bountiful, Utah.
No sites were found (See Exhibit
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MULTl-POINT REQUIREMENTSTO ACCOMPANY APD
Well: RBU 7-368

12. Lessee's or Operator's Representative

Frank E. Farnham or Darwin Kulland
Regional Operations Superintendent District Superintendent
MAPCO PRODUCTION COMPANY MAPCO PRODUCTION COMPANY
Suite 202, Alpine Executive Center P. O. Box 1360
1643 Lewis Ave• Roosevelt, Utah
Billings, Montana 59102

Phone: (801) - 722-4521
Phone: (406) - 248-7406

or
(406) - 656-4535

13. Certification

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drillsite and access route; that I am familiar
with the condition which presently exist; that the statements made in
this plan area, to the best of my knowledge true and correct; and, that
the work associated with the opeations proposed herein will be performed
by MAPCOPRODUCTION COMPANY and its contractors and sub-contractors in
conformity with this plan and the terms and conditions under which it is
approved.

DATE:
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PUMPING UNIT

2-3/8", 4.7#, J-55 Tbg-4
.Flowline buried frod wellhead to treater.

160'

Completely housed Direct Fired treater.
Gas meter is a 2" Daniels Meter Run with
Model 2020A Barton Meter having a two
(2) pen recorder and 100"-100# spring.
Production meter will be calibrated in
place prior to any deliveries.

1

n2ced itJ

55

rseeamm

es Tbg.

WATER 2-3/8", 4.7#/ft, J-55, .2-300 BBL Tanks
50'

PIT TREATER CONDENSATE Seamless Tbg

Blowdown line 100'2-3/8", 4.7#, J-55
) 60'
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tcHEOLOGICAI EAIRONMENTAL
RESEARCHCORPORATION

588 West 800 South Bountiful, Utah 84010
Tel: (801) 292-7061 or 292-9668

May 23, 1980

Subject: Archeological Reconnaissance of Drill Locations
in the Green River/River Bend Locality of Uintah
County, Utah

Project: Mapco, Inc., 1980 Drilling Exploration in the
Uintah Basin - Locations: RBU 4-119, 5-11D,
5-123, 11-243, 7-562, 7-3E, 11-22E, 15-23F

Project No.: MIC-80-4

Permit: U.S. Dept. of Interior - 80-Ut-069

To: ¿Mr. Gary Evertz, Mapco, Inc., Alpine Executive
Center, 1643 Lewis Avenue, Suite 202, Billings,
Montana 59102

Mr. Darwin Kulland, Mapco, Inc., P.O. Box 1360,
Roosevelt, Utah 84066

Mr. Ronald S. Trogstad, Acting District Manager,
Bureau of Land Management, 17 South 500 East,
Yernal, Utah 84078

Kr. Ralph Heft, Manager, Diamond Mountain Resource
Area, Bureau of Land Management, P.O. Box F,
Vernal, Utah 84078

Mr. Dean Evans, Manager, Book Cliffs Resource
Area, Bureau of Land Management, Vernal District
Office, 170 South 500 East, Vernal, Utah 84078

Mr. E. W, Guynn, Office of District Engineer,
Uß. Geological Survey, Oil & Gas Operations, Con-
servation Division, 2000 Administration Bldg.,
1745 west 1700 South, Salt Lake city, Utah 84104
Mr. Richard Fike, BIM Archeologist, Bureau of
Land Management, University Clu'o Bldg., 136 East
South Temple, Salt Lake City, Utah 84111

Info: Dr. David Madsen, State Archeologist, Antiquities
Section, 307 W. 200 S., Suite 1000, Salt Lake City,
Utah



DepartmentU .the

In rio BLMRepo

FoDr M Use Only

Bureau of Land Management i 10
Utah State Office Report Acceptable Yes No

Summary Report of Mitigation Acceptable Yes No
Inspection for Cul tural Resources Comments:

Cul tural Report or Project vp gepdigep Iµopa¡t‡ope: ) MU (-11p, -112 5†12 D,
11-24B, 7-36B, 7-3E, 11-22E and 15-23F. '°

oevelopmene Company y

. ELMMini Permit No. 4. BLMAntiquities Permit No. | 8p Ulti-10 6g
41 45 46 55

. Report Date ] ! (Si 23 1 19|8 O 6. Field Work Dates 5/14 & 15/80
56 58 59 62
Month Day Year

. Responsible Institution A|ER Ci Fill in spacessi,SS,93,970nly if:
63 77 Y = Vernal Meridian

O 93 1 9 E 3 6, 14Half Township

. Fieldwork Location: TWN(1]O S I Range[2 0 E Section(s) 2|3, 2 4
TWNl iiCIS ¡ Range¡1 8 E Section(s) 1 1 1¡2]

DM i 0 S 1 9 E 22, O 3, & 02.
. Resource Area ¡Bi Ci Other:

_
Uintah

30 = Bonneville,
WcÀ21

Wasatch, HR = House Range, WS = Warm Springs, County
SE = Sevier River, HM = Henry Mtns., BR = Beaver River, DX = Dixie,
u = Kanab, ES = Escalante, SJ = San Juan, GR = Grand, PR = Price River,
SR = San Rafael, DM = Diamond Mountain, SC = Book Cliffs.

2. Description of Examination Procedures:
An archeologist walked parallel transects not more than 15 meters apart
along previously staked drill locations and along a 30-meter corridor,
centering on a flagged line for access routes. The access routes for
RBU 5-12D and RBU 4-11D were flagged in yellow by the archeologist, as
instructed in the fie d by Frank Barnham and Darwin Kulgand of Mapco, Inc.

- Linear Miles Surveyed 2 12. Inventory Type
and/or 104 112 4 = ReconnaisandOefinable Acres Surveyed

. I = Intensiveand/or 03 23 3 = Statistical Sample*\.egally Undefinable Acres |
Surveyed 122 130

(*A parcel hard to cadastrally locate i.e., center of section)

3. Description of Findings (attach appendices, if appropriate) . Sites Found:I?!!
Two prehistoric sites were discovered during recon- No.sites = 0 U2 3.

naissance of well location RBU 7-3E and its 15. conection: Y • Yes. N = N

access road (see map 3). Site AERC 431N/1 (42Un897) is a roi shelter located500 feet NE of the well location. Lithics extend down the eroded slope tothe access road, a distance of 25 meters from the rock shelter, (over)
6. Actual/Potential National Register Properties Affected:

The National Register of Historic Places has been consulted and no
National Register Properties will be affected. by this project,

7. Conclusion/Recommendations:
AERC recommends that a cultural resource clearance be granted to Mapco, Inc.
based upon adherence to the following stipulations: 1) That an archeologist
monitor grading operations in the area of site 42Un897 if the road is not
Terouted. 2) Testing of the rock shelter is also recommended because of its

eximity to the voll loo2tica and--the-petential- ndalism due Lu (over)3. Signature of person in direct charge of field wo¯rk: Já NA

9. Signature and Title of Institutional Officer Respons
bleGart N man

ut afoo.3 (37M)
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RESEARCHCORPORATION

UNITED STATES Salt Lake City
DEPARTMENT OF THE INTERIOR

© GEOLOGICAL SURVEY
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36

25

T.10 S

Meridian: Salt Lake B. & M. oco¿
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SeriesUintah Basi WELL LOCATION #7-363 7.5 Minute
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MAPCO, /NC
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'

3'4 3CUT. 70,200 CM y'0£.
THE LOCATION IS LOCATED ON A FLAT RIDGE

F/LL: é 260 CM f.OK.WITH BROKEN CANYONS AND HILLS IMMEDIATELY TO

THE EAST AND ROLLING TFRRAIN TO THE WEST./*= 40'

THE SOIL IS LIGHT-BROWN SANDY SOIL WITH SHALE.

JERRY D. ALLRED& ASSOCIATES
Surveying& Engineering Consuttants

121 North Center Street
P O. Drawer C

OUCHESNE, UTAH 84021
// A-/Av' ho 79- /2a- o13 (801)
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** FILE NOTATIONS**

DATE: Je o / 9
OPERATOR Da n Ú Ñ/ n <' r /r Ú¾•
WELLNO: --

Location: Sec. T. R. (C/ f County: r'7

FLCe Ptepaxed Entert.ed on W.T.D:

Caxd Indexed: Completion Sheet:

API Numbe -Ò $(^)7

CHECKEDBY:

Petroleum Engineer: -·-/X-St>

Director:

Administrative Aide:

APPROVBdLER

ed: SuAvey PfaÆRequixed:

OAdeA Wo. 0.K. Rule C-3

Rule C-3 (c) , Topogxaph¿e Exception - company owns ok contAofs acAeage
w¿tA¿n « 660' tad¿as og pAopo£ed â¿te

LeŒse Designa ¿on Plotted on Map

Appkovat Le e (UA¿tten

Hot L¿ne
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June i2, 1980

Mapea ModnetLon Compang
Alp¿ne Executive Centet
1643 Lem¿a Ane., Sulte 2Of
BLtfinga , Montana 591Of

Re: RBU 4-170, See. 11, T. 103, R 18 E., ß¿ntah County,Utah
RBU 15-23F, See 23, T. 103, R 20 E., $¿ntahCounty,Utah
RßU 7-5E, See 3, T. 103, R 19 E., ßlatah County, utah
RBU 1-368, See 36, T. (S, R I9 E,, U¿ntah county, utah
RBU 11-248, See 24, T.98, R I9 E., Ulstah County,Utah
RBU 11X-368, See 36, 98, R 19 E., ULntah County, utah

Insegax as .thl6 ogglee la concenned, appancat .to dLa£1 the above RegenAed
.to oft welta ¿A heneby gaanted in accondance so¿th Section 40-6-17, utah Code
Annotated 1953; and predleated on Rule A-3, Fenerat Rules and Regu£ations and
Ru£es og PAaetLee and Modeduxe.

Should you detenm£ne Jhat Lt wl£t be necessang to p£ug and abandon this
wett, you axe hereby Reques.ted to imediately notigy tAe gottoteing:

MICHAEL T. Mlader - Petnoleum EngAneek
Oggleet 533-5171
Home: 876-3001

EnaÆnaedplease (Lad Fona OGC-t-X, whleh La to he compteted cohethem on not
«ter handa (acqulgena ) are encountened duxAngdal£ting. Voux.coopeaation .¿n

completing t.hla goamcallt be appreelated.

Fukthet, Lt la Aequest.ed that thla DLuisánn be notLgled tottkla 24 hoaAh agtet
dAL£Ling opeaatLona commenee,and that .the dalÆtAng contAaetoa and Rig numben.
be identigLed.

The API numbena asalgned to these toe£1.6 axe RBU4-119:43-047-30718, Rau 15-23F
43-047-30119, RBU 7-3E: 45-047-30720¿ RBU 7-368: 45-047-30721, RBU ff -248:43-047-307tt

RBU 11X-368: 43-047-30723.

S¿ncerety,
DIVISION OF OIL,GAS,MIWING

'
M¿ehaet.T. Minderee: DadAPoe versores. Essa..ex



Form OGC-1b SUBMI RIPLICATE*

E OF UTAH (0 ructions on
e side)

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESEONATION AND BERIAL NO.

ML-20631
SUNDRYNOTICESAND REPORTSON WELLS

6. IP INDIAN, ALLOTTRE OR ŸRIBM NAME

(Do not use this form for proposals to drill or to deepen or plug back to a diferent reservoir. '
Use "APPLICATION FOR PERMIT-" for such proposals.)

1. 7. UNIT AGREEMENT NAME
OIL PTH GAS r-1
war.L LAI waar. L.J ownsa River Bend2. NAME OF OPERATOR MAPCOProduction Company S. FARM OB LEASE NAME

Alpine Executive Center
8. AúDERES 09 OPBBATOR 1643 Lewi s Ave . , Sui te 202 9. WELL NO.

Billings, MT 59102 RRU7-368
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.• 10. FIELD AND POOL, OR WILDCATSee also space 17 below.)""""" 1652' FNL & 2286' FEL, SWNE Sec. 36

11. emc., T., a., x., omBLE. AND
80BTET OR ABBA

Ser 36 Tqc R19F14. PERMIT NO. 15. ELEVATIONS (Show whether or, nT, on, eto.) 12. COUNTY 08 PARIBM 18. BTATE

4848' G.I., Uintah Utah
16° C OCÑApprOpnatt SON ÎO IndiCate Natureof Notice,Report,or OtherData

NOTICE 07 INTENTION TO: BUBBBQUENT REPORT OF:

TEST WATER SHUT477 PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL
FRACTURE TBEAT MULTIPLE COMFLETE FRACTURE TBEATMÉNT ALTERING CAstNG
SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGE PLANS (Other)
(NOTE: Report results of multiple completion on

Wel¯¯
<other) Well Status JL Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONs (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting anyproposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and nones perti-nent to this y¢ork.) *

The RBU 7-36B probably will not be drilled unless future drilling proves
the location económically feasible.

18, I hpreby ify t reg ng i true and correc

TITLE Fnnineering Technician vars 12-12-80
(This space for Federal or State ofBee use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructionson ReverseSide



STATEOF UTAH Norman H. Bangerter, Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple •3 Triad Center •Suite 350 • Salt Lake City, UT84180-1203•801-538-5340

March 12, 1986

Bureau of Land Management
Attention: Craig M. Hansen
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Dear Mr. Hansen:

Re: (3160 U-820)

Please find the requested information listed below:

1. Well #4-36-14-23 SWSW, Sec. 36, T. 145., R. 23E.,
Coseka Resources (USA) Ltd. Trapp Springs Unit
Lease #ML-18667

No information.

2. Well #RBU 7-36B SWNE, Sec. 36, T. 9S., R. 19E.,
Mapco Production Company River Bend Unit.
Lease #ML-20631

Location abandoned 12-20-80 (Copy of sundry enclosed).
3. Well #127 SENE, Sec. 16, T. 85., R. 21E.,

Gulf Oil Corporation Wonsits Valley Unit
Lease #2237

Location Abandoned 3-15-83 (Copy of letter enclosed).
I hope this information is of help to you. If you need moreinformation, please contact me at (801) 538-5283.

Sincerely,

Pam Kenna
Well Records Specialist

Enclosure
cc: Dianne R. Nielson

Ronald 3. Firth
John R. Baza
File

an equal opportunity
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